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J-3112-5-1 1  NR 1 4 22 3.9 44 7.7 — —

J-3112-12-1 3  NR 1 4 22 3.9 44 7.7 # 8 Screw Y-10879- B

J-3112-38-2 1  OR 2 9 33 5.8 66 11.6 — —

J-3112-2-2 2  OR 2 9 33 5.8 66 11.6 — —

J-3112-1-3 1  OR 3 13 50 8.8 100 17.5 — —

J-3112-8-3 3  OR 3 13 50 8.8 100 17.5 # 8 Screw Y-10879-B

J-3112-8-11 3  OR 5.7 25 190 33.3 380 66.5 # 8 Screw Y-10879-B

J-3112-8-6 3  OR 6 27 100 17.5 200 35.5 # 8 Screw Y-10879-B

J-17736-1 5  OR 1 4 17 3.0 17 3.0 — —

J-17736-7 6  OR 1 4 17 3.0 17 3.0 #6 Screw Y-31124-7-1

J-17736-8† 6  OR 2 9 33 5.8 33 5.8 # 6 Screw Y-31124-7-1

J-17736-4 7  OR 2 9 33 5.8 33 5.8 6-32UNC-2B Y-31124-4-1

J-2927-4-1 9  OR 1 4 16 2.8 16 2.8 # 10 Screw Y-4045-B

J-2927-4-2 9  OR 2 9 32 5.6 32 5.6 # 10 Screw Y-4045-B

J-2927-46-2† 10  OR 2 9 32 5.6 32 5.6 8-32UNC-2B Y-31125-2-1

J-2924-4 8  OR 4 18 65 11.4 65 11.4 — —

J-2927-1-4 9   OR 4 18 65 11.4 65 11.4 # l0 Screw Y-4045-B

Part
Number

lbs N lbs/in N/mm
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Specifications and Dimensions: Table 1.

Figure Elastomer

Maximum
Axial Load

Axial
Spring Rate

Radial
Spring Rate

N/mmlbs/in

Ferrule
Part Number

Thread
Size

Not recommended for Radial Static Load.

Part
Number

lbs lbs/in N/mm

Figure Elastomer

Maximum
Axial Load

Axial
Spring Rate

Radial
Spring Rate

N/mmlbs/in

Ferrule
Part Number

Thread
Size
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1

1

1

1

1

1

1

1

1

† Non-Stock Item, please contact
   Lord Corporation for availability.

1

8 2RPM Mechanical Inc Website:  www.rpmmech.com 
Email:  sales@rpmmech.com

Phone:  (888) 842-5668



J-3112-5-1 .365 9.3 .255 6.5 .062 1.6 .555 14.1

J-3112-12-1 — — — — .062 1.6 .555 14.1

J-3112-38-2 .365 9.3 .255 6.5 .062 1.6 .555 14.1

J-3112-2-2 .365 9.3 .175 4.4 .062 1.6 .555 14.1

J-3112-1-3 .365 9.3 .255 6.5 .062 1.6 .555 14.1

J-3112-8-3 — — — — .062 1.6 .555 14.1

J-3112-8-11 — — — — .062 1.6 .555 14.1

J-3112-8-6 — — — — .062 1.6 .555 14.1

J-17736-1 .365 9.3 .175 4.4 .062 1.6 .555 14.1

J-17736-7 — — — — .062 1.6 .555 14.1

J-17736-8† — — — — .062 1.6 .555 14.1

J-17736-4 — — — — .062 1.6 .555 14.1

J-2927-4-1 — — — — .062 1.6 .735 18.7

J-2927-4-2 — — — — .062 1.6 .735 18.7

J-2927-46-2† — — — — .062 1.6 .735 18.7

J-2924-4 .455 11.6 .195 5.0 .062 1.6 .735 18.7

J-2927-1-4 — — — — .062 1.6 .735 18.7

Part
Number
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Specifications and Dimensions: Table 2.

Length O.D. Diameter

m min m min m min m min

Thickness

Spacer

Not recommended for Radial Static Load.
Tolerance is ± .005 (± .127 mm)3

11 Support Member Plate 3
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Figure 1 Figure 2
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Figure 5 Figure 6 — #6 Screw

Spacer recommended for positive
tightening if ferrule is not used. Not
supplied by Lord.
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2

2

2

2

2

2

2
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Figure 7

Figure 3 — #8 Screw Figure 4
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Figure 8 Figure 9 — #10 Screw

Figure 10

Without Ferrule Without Ferrule

Without Ferrule Without Ferrule

With Plain Ferrule With Threaded Ferrule

Without Ferrule With Plain Ferrule

With Threaded Ferrule

With Threaded Ferrule

† Non-Stock Item, please contact
   Lord Corporation for availability.

8 3RPM Mechanical Inc Website:  www.rpmmech.com 
Email:  sales@rpmmech.com

Phone:  (888) 842-5668




